@ CENTRUM STAVEBNIHO INZENYRSTVi a.s.
ﬂ ZLIN Branch, K Cihelné 304, 764 32 ZLIN - Louky

issues

to the applicant: Masonite CZ spol. s r.o.
Hruskové Dvory 82
586 01 Jihlava

CERTIFICATE

for the properties of product
no. CV - 18 - 015/Z

Product: Single-leaf wooden interior door, panel 3 x 11 mm DTD,
wooden overlay door frame

Description: Single-leaf wooden interior door, formed by a peripheral frame made of spruce
stiles, cladding by HDF / wood-particle board thickness 3 mm with foil, with
panelling made of extruded particle boards 3 x 11 mm, nominal door dimensions
800 x 1970 mm, fixed in wooden overlay doorframe with Elastoplast sealing, with
threshold pull-out strip Universal RD-S, without threshold. The doors have mounted
a FLY peephole.

Name of tested parameter Testing method Result
£g)
Weighted sound reduction index C('JSS,\INEI?NIISS%1;1O7?1 ! R, (C; Cy) = 37 (-1; -3) dB

*) The test method is in accordance with the currently valid norm CSN EN ISO 10140-2

This certificate confirms compliance of the product properties stated above with the values
declared by the manufacturer.

Documents: Test Report No. 185/06. CSI, a.s. Zlin, AO 212

The certificate applies only for the product the specifications for which are stated in detail in the test
report. It certifies the properties of the product stated above and does not represent or replace the
certification in accordance with Act No. 22/1997 Coll. on Technical Requirements for Products.
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Issue date: 08.01.2018 % staved®™ LY L T N
Valid until: 08.01.2020 — Ing. Vladan Panovec
Prepared by: Ing. Miroslav Figalla Head of branch



